
Doro skimmer

Sala roll pump

 e Doro skimmer DS 800 is a mobile combi skimmer that works in 
shallow waters from approx. 2 cm. When an oil spill has been 
contained with oil booms, the booms can be mounted to the Doro 
skimmer’s bracket. As a result, the machine does not have to drive 
in the oil spill.  e end covers of the Doro skimmer can be removed, 
which increases the capacity when the oil is thicker.

Doro skimmer DS 800   Combined with Sala Roll Pump.
Capacity:    20 m3/h (thick oil) 
Weight:   52 kg
Item no.    79-5000

 e Doro skimmer is equipped with a 
bracket where the suction tubing 
(Sala roll pump) is placed.

 e Doro skimmer can be used with 
or without Sala Roll Pump.  e Doro 
skimmer holds approx. 20 litres.

 e Sala roll pump is suitable for decontamination 
of thick-Ę owing and polluted matter in places that 
are diffi  cult to reach.  e suction tubing can be 
placed in the Doro skimmer or used manually. 

 e Sala roll pump can either suck or pump just by 
changing the rotation of the pump.  is is useful 
for example, when the Doro tank is to be emptied. 
 e strong vacuum ensures excellent suction 
capacity.  e high pressure makes it possible to 
transport the matter over long distance. 

 e Sala roll pump can be used alone with a 
suction nozzle or in combination with 
Doro skimmer DS 800. 

Capacity:   12 m3/h
Weight:  132 kg
Working pressure:  6 bar Max. pressure:   9 bar 
Technical vacuum:  -0,95 bar 
Estimated sales start Q2 2020

Sala roll pump accessories:
Cleaning of oil spills:  suction tubing, 4 m with 
suction hose 65 mm, 4 quick couplings Ø 65 mm, 2.25 m 
pressure hose 65 mm, 1 frame bracket. Item no. 79-3002
Flat tubing 3”/76 mm delivered in 50 m lengths
Item no. 78-11876
Camlock, female Item no. 78-562676
Camlock, male Item no. 78-564676  
Hose clip 75 mm Item no. 01-30474
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