
Refer to pages 29-34 for related product accessories & tools.
For additional information visit nudura.com or call 866-468-6299.

Close view of folding metal-hinged web

Assembled Product Shown Above

Assembled 96” (2438 mm) Molded Brick Ledge Shown AboveMAY WE SUGGEST:  Brick Ledge Extension

Brick Ledge Extension

Used for supporting standard brick or stone veneer finishes, when                  
constructing brick ledges at corners, and can be installed to meet any                  
elevation change or slope. 

Qty./Bundle	 14

Code #		  BRICK

Refer to page 20 for more order information.

Units come assembled with folding, metal-hinged webs.
Units come assembled with folding, insert webs.
Only available as an un-assembled Form Unit. Refer to page 18 for order info.

Brick Ledge Form Unit - Assembled 
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  Core Width 4” (100mm) 6” (150mm) 8” (200mm) 10” (250mm) 12” (300mm)

  Width A 11 ¼” (268mm) 13 ¼” (337mm)

  Height 15 ¼” (457mm) 17 3/4” (457mm)

  Length - 48” 48” (1219mm) 48” (1219mm)

  Qty./Bundle 4 4

  Code # BRI-6 N/A

Webs are included with assembled units.

  Length - 96” 96” (2438mm) 96” (2438mm)

  Qty./Bundle 2 2

  Code # BR96-6 BR96-8

Webs are included with assembled units.


